WET-MILLED FRICTION ABRASIVES

Z1ROX TR, Z1rox 70, Z1rRoX 120 aND TZM

CERAMICS

TAM Ceramics wet-milled monoclinic zirconia and zirconium silicate powders are wet-milled to

sub-micron particle sizes. These materials can be custom-produced in a wet milling operation. Zirox
TR, Zirox 70 and Zirox 120 are wet-milled zirconia powders and TZM is wet-milled zirconium silicate

powder. TZM is a cost-effective solution to fine-grained powders.

PROPERTIES QUALITY STATEMENT

Zitox TR Zirox 70 Zirox 120 TZM TAM Ceramics is an 15O 9001

company and is committed to

D50 (um) 0.8 1.0 1.2 39 employee & community safety,

environmental responsibility,

SA (mz/g) 7.0 4.6 4.2 2.5 exceeding customer exi))ectation)s’,

7rO, ((Vo) 99 99 99 66 continuous improvement, quality
and value.
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4511 Hyde Park Boulevard ~ customer.service@tamceramics.com
Niagara Falls, NY 14305 http://www.tamceramics.com
CERAMICS (716) 278-9403

NOTE: the statements made herein are based on TAM research and the research of others and are believed to be accurate. No guarantee of
their accuracy is made and the products discussed are sold without warranty, expressed or implied, and upon the condition that purchasers
shall make their own tests to determine the suitability of such products for their particular uses. Likewise statements made concerning the
possible uses of these products are not intended as recommendations to use these products in infringement of any patents.



